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Legend 
Developed Land 
Broad Leaved Deciduous Forest 
Successional Field 
Open Water 
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Wetland boundary limits 

Note: 
100 and 500-year 
floodplains derived from 
Rood Insurance Rate Map 
of South Plainfield, NJ. 
Rood Hazard Area Limit 
derived from NJDEP 
Delineation of Floodway 
and Rood Hazard Area for 
Bound Brook. 100-year 
Rood and Rood Hazard 
Area Limit is at 72 feet 
above mean sea level. 
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Notes 
Concentrations are provided in mg/kg. 
Concentrations posted are from the sampling 
conducted by EPA in 1996 (denoted 
RA-S#-SS#) and by Foster Wheeler 
Environmental in 2000. 
Contours are based on the maximum 
concentration present at the sampling location, 
within the 0 to 2 foot depth interval. 
Contour intervals are based on NJDEP and 
EPA TSCA criteria values for Total PCBs. 
Non-detects are contoured as 0 mg/kg and 
posted as "ND." 
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Notes 
Concentrations are provided in mg/kg. 
Concentrations posted are from the sampling 
conducted by EPA in 1996 (denoted 
RA-S#-SS#) and by Foster Wheeler 
Environmental in 2000. 
Contours are based on the maximum, 
concentration present at the sampling location, 
within the 0 to 2 foot depth interval. 
Contour intervals are based on NJDEP and 
EPA TSCA criteria values for Total PCBs. 
Non-detects are contoured as 0 mg/kg and 
posted as "ND." 
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Notes 
Concentrations are provided in mg/kg. 
Concentrations posted are from the sampling 
conducted by EPA in 1996 (denoted 
RA-S#-SS#) and by Foster Wheeler • 
Environmental in 2000. 
Contours are based on the maximum 
concentration present at the sampling location, 
within the 0 to 2 foot depth interval. 
Contour intervals are based on NJDEP and 
EPA TSCA criteria values for Total PCBs. 
Non-detects are contoured as 0 mg/kg and 
posted as "ND." 
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Notes 
Concentrations are provided in ug/kg. 
Contours are based on the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot depth 
interval. 
Screening criteria value for TCE in surface 
soil is 60 ug/kg. 
Non-detects are contoured as one-half the 
detection limit and posted as "ND." 
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Notes 
Concentrations are provided in ug/kg. 
Contours are based on the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot depth 
interval. 
Screening criteria value for TCE in surface 
soil is 60 ug/kg. 
Non-detects are contoured as one-half the 
detection limit and posted as "ND." 
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Notes 
Concentrations are provided in ug/kg. 
Contours are based on the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot -depth 
interval. 
Contour intervals are based on NJDEP 
criteria values for TCE. 
Non-detects are contoured as one—half the 
detection limit and posted as "ND." 
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Contour intervals are based on NJDEP 
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detection limit and posted as "ND." 
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Notes 
Concentrations are provided in ug/kg. 
Contours are based ort the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot depth 
interval. 
Contour intervals are based on NJDEP 
criteria values for TCE. 
Non-detects are contoured as one—half the 
detection limit and posted as "ND." 
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Notes 
Concentrations are provided in ug /kg . 
Contours are based on the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot depth 
interval. 
Screening criteria value for dieldrin in 
surface soil is 4 ug/kg. 
Non-detects are contoured at one-half the 
detection limit and posted as "ND." 
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Notes 
Concentrations are provided in ug/kg. 
Contours are based on the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot depth 
interval. . 
Screening criteria value for dieldrin in 
surface soil is 4 ug/kg. 
Non-detects are contoured at one-half the 
detection limit and posted as "ND." 
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Notes 
Concentrations are provided in mg/kg . 
Contours are based on the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot depth 
interval. 
Screening criteria value for chromium in 
surface soil is 0.4 mg/kg . 
Non-detects are contoured at one-half the 
detection limit and posted as "ND." 
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Notes 
Concentrations are provided in mg/kg . 
Contours are based on the maximum 
concentration present at the sampling 
location, within the 0 to 2 foot depth 
interval. 
Screening criteria value for mercury in 
surface soil is 0.00051 mg /kg . 
Non-detects are contoured at one-half 
detection limit and posted as "ND." 
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